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REV.| REMARK DATE SIGN.

MATERIAL RoHS COMPLIANT:
CONNECTOR:
P0:4X PLUG WITH THUMBSCREWS.
(1)HOUSING— ZINC DIE CAST
(2)CONTACTS- 30u” INCHES GOLD PLATING

ADHESIVE TAPE
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;OWE‘R CABLE: UL 1007 22AWG 80°C 300V f‘_| Pi P1
CABLE: N =
NO. OF CORE: 2CORE+2DRAIN+SHIELD+SHIELD ux m N|:|
CONDUCTOR MATERIAL: 26AWG TINNED COPPER WIRE P5 '_“’_
INSULATION MATERIAL: FOAM PE = 1 —d
INSULATION DIAMETER: 0.9610.05mm | 160410 ] —
SKIN LAYER MATERIAL: HDPE I: )
SKIN LAYER DIAMETER: 1.18+0.05mm h
SHIELDING MATERIAL: ALUMINUM MYLAR SPIRALLY WRAPPED — P2 )_é: P2
IMPEDANCE: 100+£5 OHM +\<_
INTRA PAIR SKEW: < 10PS/1.2M :>\
RISETIME: < 85PS/1.2M P6 - ||
ATTENUATION: .6DB/1.2M @ (10MHZ-4.5GHZ) = 127 Y
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WIRING DIAGRAM

SAS4x_CABLE PLUG (HOST) | SAS DRIVE CABLE REC. (TARGET) [4P POWER PLUG (TARGET)

PIN SIGNAL REC. PIN SIGNAL | PLUG] PINT SIGNAL

S1 RX0+ P1T | S6 TP+ P5

S2 RX0— S5 TP—

S15 TX0— S3 RP—

S16 TXO0+ S2 RP+

G1-G9 GND S1,54,57 GND
P13,P14,P15 | +12V T [ +12V
P10,11,12 GND 2 | GND
P7,P8,P9 5V 4 | +5V
P4,P5,P6 GND 3 | GND

S3 RX1+ P2 | S6 TP+ P6

S4 RX1— S5 TP—

S13 TX1— 33 RP—

S14 X1+ S2 RP+

G1—-G9 GND S1,54,57 GND
P13,P14,P15 | +12V T | +12V
P10,11,12 GND 2 | GND
P7,P8,P9 5V 4 | +5V
P4,P5,P6 GND 3 | GND

S5 RX2+ P3 [ S6 TP+ P7

S6 RX2— S5 TP—

S11 TX2— S3 RP—

S12 TX2+ S2 RP+

G1-G9 GND S1,54,57 GND
P13,P14,P15 | +12V T | +12V
P10,11,12 GND 2 | GND
P7,P8,P9 5V 4 | +5V
P4,P5,P6 GND 3 | GND

S7 RX3+ P4 [ S6 TP+ P8

S8 RX3— S5 TP—

S9 TX3— S3 RP—

S10 TX3+ S2 RP+

G1-G9 GND S1,54,57 GND
P13,P14,P15 | +12V T | +12V
P10,11,12 GND 2 | GND
P7,P8,P9 5V 4 | +5V
P4,P5,P6 GND 3 | GND
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