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REV. | REMARK DATE SIGN.
w9
AMPHENOL 30AWG 167 /ma
S2 | S1
G1
\
PN T LT WIRING | DIAGRAM
POLARIZING P1(HOST) P2(TARGET)
FEATURE PIN_NO. | SIGNAL PIN_NO. | SIGNAL
6 TXO+ St RXO+
MATERIAL RoHS COMPLIANT: 5 TXO- S2 RXO—
1.CABLE: 12 X1+ S3 RX1+
11 ™Xi— 4 RX1—
™2+ S5 RX2+
8 PARS/ 6 SIN X2— S6 RX2—
FOR SAS/ SATA INTERNAL CABLE T < T
TX3— S8 RX3—
RX3— s9 TX3=
1. IMPEDANCE: 10015 OHM A_u__.._..mmmz._._z. ._.va RX3+ S10 TX3+
2. CAPACITANCE: 49 _u_..\z NOMINAL RX2— S11 TX2—-
3. PROP. DELAY: 4.9 NS/M NOMINAL RX2 1 S12 X4
RX1— S13 TX1—
RX1+ S14 X1+
2.CONNECTOR: 3.LABELING ON BAG: RX0O— S15 TXO0—
P1: SAS 4i 32PIN REC. VERTICAL TYPE ﬁﬂ..lm#m@. ) RX0+ S16 TXO+
P2: SAS 4X LATCH TYPE (SFF—8470) omwm%wmlam%_w_mlx nﬁ GND GROUND G1-69 GROUND
A‘_v BACKSHELL: ZINC DIE 0>m._.\ NICKEL PLATING ™
(2) CONTACTS: 30u” INCHES GOLD PLATING LOT #XxXx | | P2 GND GROUND:
| 60 1,4,7,10,13,20
23,26,29,32
DFSC. |SAS 4 TO 4X LATCH TYPE CABLE ASSYY APPROVED | CHECKED {DESIGNED | TOLERANCE [ScAlE| — « | UNIT | mm (==
DataStorageCables.com .
1\2 C5232-5ML-X |CUSTOMER 1\2 Sino DATE om\a\ 12|DWG NO: [DWG\B\3971
1 _ 2 _ 3 _ 4 _ 5 _ 6 _ 7 _ 8 _ 9




