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LABELLING ON BAG:
1.PAIR COMPONENT: (AMPHENOL 30AWG 3
CONDUCTOR: N%Sm SOLID SILVER wm%%. C6262—-1ME-DDR
— DRAIN WIRE: 80AWG SOLID TINNED COPPER. 12X CABLE S —
PAIR SHIELD: ALUMINUM/POLYESTER TAPE. ALUMINUM SIDE FACING IN, 20% OVERLAP
2.FINAL ASSEMBLY: LOT #XX )
B CORE: 24 PAIRS (#1-24) CABLED TOGETHER. B
INNER SHIELD: ALUMINUM/POLYESTER TAPE, ALUMINUM SIDE PACING OUT, 20% OVERLAP. _ 60
OUTER SHIELD: 36AWG TIN PLATED COPPER BRAID, 85% COVERAGE.
DIAMETER: 11.83mm NOMINAL, COLOR: BLACK 3.CONNECTOR & HOOD:
- DIFFERENTIAL IMPEDANCE: 100+5 ohms @TDR ﬁ »momm%%x JLIECTOR TYPE CONNECTOR: -
Wﬂﬂ%ﬁ.\bﬂ.@ﬁw MMW m_\ M NOMINAL. «N»QQZES_MI 30u” INCHES GOLD PLATING
) : 4.25ns/M. *+4.CUSTOM PINOUT )
" TOLERANCE [oryir] 1 = | mm
DataStorageCables.com DESC.|12X/12X CABLE PULL LATCH(STANDARD PINOUT) |APPROVED CHECKED \DESICNED SCALE UNIT | mm | @-==
P/N | cez62-1uE-or [(USTOHER P/N SHIU DATE|10/31/09DK; N0:|pWe\Rc\2594
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